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PLAN VIEW A_A ELEVATION

PERMANENT SIDE RETAINER AT NORTH ABUTMENT * Epoxy grout 1'® ancher boifts in 8" (min.). drilled holes

Note:

ROUTE NO. | SECTION county | TOTAL | SHEET

FAP 702 | 1138) KOODFORD 38 22
FED, ROAD DIST. NO. | ILLINOIS | FED. AID PROJECT
Contract No. 68635

Burn off anchor bolts flush with the top of

the existing concrete, grind smooth, ond seal with
epoxy after the Concrete Wearing Surfoce has
cured aond prior to placement of the PPC Deck
Besom gt ¢ Roadway. Cost Included with PPC

Deck Beom (17" Depth)

VIEW B-8

TEMPORARY SIDE RETAINER AT NORTH ABUTMENT

geccording te Section 584 of the Standard Specification.
Cost of retainer ond occessories are included with PPC
Deck Beams (I7" Dspth)
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Existing Dowel Rods at the South Abutment
(-0 -0,-0 1 Proposed Dowel shall be burned off flush with the top of the

Rod Spacing exlsting concrete, ground smooth, and sedled
with epoxy., Cost included with Removal of
Exlsting Superstructures.
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DOWEL ROD SPACING (SQUTH ABUTMENT)

ANCHOR BOLTS FOR RETAINERS
GENERAL NOTES

Holes in the masonry for anchor bolts shall be drilled through the base
plates to the diometer and depth shown or according to the monufacturer’s
recommendation affer beams or girders have been erected ond adjusted.

Prior to setting the bolts, the holes shall be dry and oll dust and loose
particles sholl be removed by the use of compressed air or vacuuming.

The anchor bolts, furnished ond installed and including the epoxy grout or
capsules shall not be paid for separately but shall be included in the unit big
price for PPC Deck Beams (17" Depth).

The Contractor may use, at his option, the capsule or the adhesive cartridge
type anchor rods that have been previously tested and given a prior approvel by the
Department, The Contractor shall install these anchor rods in pre~drilled holes
according to the manufacturer’s recommendgtions ond procedures.

The capsule or the adhesive cariridge type anchor rods sholl be a two part
system composed of:

1 A threaded rod stud with nut and washer of the type specified.
2. A sealed glass capsule or a sealed glass adhesive cartridge contoining
premeasured amounts of the adhesive chemical.

Location Type
N. Abut, A325

ASTM F 1554 Grade 105. ASTM A 449 and AASHTO M 314 Grade 105
anchor bolts may be substifuted for the anchor bolts shown above.

SUBSTRUCTURE DETAILS
Il _ROUTE 117 OVER
WALNUT CREEK
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